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Problem 1. One of the hallmarks of the linear regime is the superposition
principle. In this problem, we are going to use superposition to find the relation
between the bulk modulus K, Young’s modulus Y and Poisson’s ration v.

Consider a rectangular block subjected to uniform compressive stresses —P on
each face. The equilibrium sides of the block along =, y and z are I, h and w,
respectively, and the corresponding length changes are Al, Ah and Aw.

a) Find the strain along x using Hooke’s law as we learnt it in introductory
courses (that is, 0, = YU, and uyy = u,, = —vug,). You will be using
superposition since the strain along x is the sum of three contributions, one
coming from the compressive stress along x and two additional contributions
coming from the compressive stresses along y and z.

Confirm that by using the inverted version of Hooke’s law for isotropic ma-
terials we obtain the same answer.

b) The strains along y and z are identical to that along z. Find the bulk
modulus of the material as a function of Y and v. Realize our result is
identical to that obtained in class in an alternative way.

Solution for a):
As the only contact force is pressure, the only components of the stress tensor will be
the ones in the diagonal, which will be equal to —P.

If we only consider the compressive stress along x, we get:
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However, we also have to consider the strain caused by the stresses in the y and z
directions:
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Upy = —Vlyy = ——0yy = P,
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Upy = —VU,, = — 04, = =P

So, by the superposition principle:
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We can also calculate the strain along z with the inverted version of Hooke’s law for
isotropic materials:

1+v v =
Uij = 7}/ Uij — ? TI“O'(Sij.
By using it, we obtain:
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which is precisely what we got before by using the superposition principle and Hooke’s
law we learned in introductory courses.

Solution for b):
From the previous result, we obtain:
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And by the definition of the bulk modulus, we conclude that
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which is the same result we derived in class.



Problem 2. Consider the class example we referred to as “constrained settling”.
We are going to tackle the problem here in an alternative way to how we did it
in class.

a) Start by solving the Navier-Cauchy equation to obtain the displacement
field.

b) Then obtain the strain and stress tensors.

¢) Why do you think Lautrup refers to this example as an “elastic sea”?

Solution:
The Navier-Cauchy equation is:

F+uVii+ A+ p)V(V-7) =0.
Since the walls are slippery, they allow vertical but not horizontal displacements. This

indicates us that the displacement field will be of the form @ = (0,0, u(z)). By imposing
the Navier-Cauchy equation to this expression, we get the following:
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where C, B are constants that are determined by the boundary conditions.

In our case, our boundary conditions are the following ones:

u(0)=0 = B=0
[5 -n] =0.
Let’s calculate the strain tensor:
- 1
u=5(Vi+ (va)T)
where
0 0 0
Vi=10 0 0
00 5+C
Therefore:
0 0 0
u=10 0 0
00 5+C

We can then calculate the stress vector using Hooke’s law:

Oij = 2,uul-j + A TI"l:L(;ij —



. A0 0
0 0 A+2u
Now we can impose the boundary condition [7 - A] = 0. Since the interface is a free

surface (we neglect atmospheric pressure), we have that G2 = 0, which means that:
él’ﬁ =0 = Uiz(h) =0 V.
In particular, o,,(h) = 0, and this means
h
C=——.
D

In conclusion, substituting C' and D into the expressions we found:

0
U= 0
% (%zQ — hz)
0 0 0
u=10 0 0
0 0 5(z—h)
A0 0
c=2(z—h)|0 A 0
0 0 A+2u
Lautrup refers to this example as an elastic sea because p, = —o,, = pg(h — z), and p,

increases linearly with depth like a fluid at rest.



Problem 3. Consider the situation studied in problem 2: a homogeneous and
isotropic elastic solid with denisty p inside a container with rigid walls. However,
in this case, the container is cylindrical and not a prism, and there is friction
between the elastic solid and the walls. Hence, 0,,(r = R) = pus0,.(r = R), where
R is the radius of the circular cross-section and p; is the friction coefficient. There
is still gravity; the corresponding specific force is § = gZ. Note the z-axis runs
along the cylinder and points downwards.

a) Discuss how friction affects both the strain and stress tensors. What new
components arise in these tensors relative to the case without friction?

b) Now consider a thin slice of elastic material inside the cylindrical container;
this slice will have cross-sectional area mR? and height Az.

Apply the condition of mechanical equilibrium to this slice, assuming that
0., is uniform across the circular cross-section and that o,,. = gg9 = ko,
with k£ a constant, and show that

do, 2usk

= —P9— —F Oz
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c) Integrate this equation and show that
p.=pgh(1—e )

where A = QM%' Note we have assumed that at the top of the solid o,, = 0.

d) Consider the limiting cases z < A\ and z > X and discuss the physics in each
case. Doing this illustrates the physical significance of A and what friction

brings to the problem.

Solution for a):
Due to friction, 4 = (0,0, u,(r, 2)), so in adition to the dependence on z, there’s now an
r-dependence too.

0 0 OJu, 1 0 0 %aruz
Vi=[00 0 | = ua= 5(W+(W)T) = 0 0 0
0 0 O,u, %&uz 0 Oyu,

We can now use Hooke’s law:
o =2pu+ \NTra)l =
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Solution for b):
The local condition for mechanical equilibrium is

f+Vv-6"=0 V material particles.



If we integrate over volume V:

/fdv’+/6-5Tdv’:/ﬁdv’+}fé-d3:0,
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where V is a cylindrical slice of the material (|V| = 7R?Az).

/ fdv' = / pgdv’ = é,pgrR*Az.
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where Ay, Ay are the circular surfaces at the top and at the bottom, and A, is the
lateral surface.

For the top and bottom surfaces, we have:
/ .dS = / Vo, (2)érrdldr —i—/ 1)io..(z)é.rdodr,

and since o,, # f(r) because we’ve supposed that it is uniform across the entire section,
we have:

/ G.dS =0+ / (—1)os(z)esrdfdr = (—1)e,0..(2) R2m
Ai Ai
For the lateral surface, we have:

/ G-dS= [ o, Rd0dze, + / 0. (R)RdOdze, =

AL AL AL
z+Az 2
=0+ MSKRéZ/ 0,.d7 df =~ 2w Rugké,o,,Az.
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Putting it all together:

e.(pgmR?Az — 0..(2)7R? + 0,22 + AzrR* + 21 Rugko., Az) =0 =

B2 0::(2+ Az) — 0,,(2)

A, = fngR2 — 2 Rusko .

Taking the limit for Az — 0:

d zZzZ
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Solution for c):
We'll first solve the homogeneous ODE

F'2) + 5 1) =

This is a linear ODE with known solution

fn(z) =e"x.
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We can then solve the full ODE with the constant variations method: let’s suppose the
solution to the full ODE is 0,.(z) = f(z) = fa(2)g(z). Then:

F1(2)9(2) + ()9 (2) = 1) = —pg — 3 fu(2)g(z) =

— kT + 8 () u(2) = —p— bk —

z z 1
= ¢'(2) = —pge> = g(z) = C — pgher =C — pgr———~ =

fn(2)

1 2
> = Cfn(z) — pgh = Ce™ ® — pgA.

= 0..(2) = f(2) = fn(z) (C’ — pg)\fh(z)

If we impose 0,,(0) = 0:
0=0..(0)=C— pg\ = C = pg),
and thus:

0-2(2) = pg (e7F = 1)

Since p, = —0,,, we have shown that the statement is true.

Solution for d):
A= %% is a characteristic length scale (ug, k are dimensionless). Using us ~ 0.5,
k~1, we find A = R.

To discuss the case in which z < A, we can approximate p, via a truncated Taylor series:

z z 2
p=(2) = pgA <)\ +0O ()\> ) ~ P9z,

which is the behavior in the absence of friction.

If instead z > A, this means § > 1 and therefore e % < 1. Thus:

e
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~0 = p.(2) = pgA,

which is a constant value.

Therefore, we can conclude the pressure saturates for sufficiently large z. Friction sup-
ports the weight of the elastic material for sufficiently light columns.



